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DESCRIPTION

4-8.

9-10.

1i-13.

TITLE SHEEY

INDEX OF SHEETS, STATE STANDARDS, AND GENERAL NOTES

SUMMARY OF QUANTITIES

SCHEDULE OF CUANTITIES

TYPICAL SECTIONS

PLAN SHEETS

ENTRANCE AND EXIT RAMP CLOSURE DETAILS (TC-0B)
MULTI-LANE FREEWAY PAVEMENT MARKING {T0-12)

TRAFFIC CONTROL FOR SHMOULDER CLOSURES AND PARTIAL
RAMP CLOSURES (TC-1Th

SIGNING FOR FLAGGING OPERATIONS AT #ORK ZONE
OPENINGS ON FREEFAYS/EXPRESSWAYS (YC-1&s

STATE STANDARDS

STANDARD NGO

DESCRIPTION

A20001-07
A25701-02
442101-07

101413-08

703428

101903-03

PAYVEMENT JOINTS
PAYEMENT FABRIC
CLASS B PATCHES

LANE CLOSURE, BULTILANE AT ENTRANCE OR EXIT RAMP
FOR SPEEDS » 45 MPH

TRAFFIC CONTROL SETUP AND REMOVAL
FREEWAY ZEXPRESSHAY

TRAFFIC CONTROL DEVICES

GENERAL NOTES:

BEFORE STARTING ANY EXCAVATION, THE CONTRACTOR SHALL CALL “JULIE”
AY 800-892-0123 OR Bl FOR FIELD LOCATIONS OF BURIED ELECTRIC,
TELEPHONE AND GAS FACILITIES (4B HOUR NOTIFICATION IS REQUIREDM.

THE CONTRACTOR SHALL COORDINATE CONSTRUCTION ACTIVITIES WITH
UTILETY COMPAMIES, AND THE YILLAGE OF PEQTONE.

THE CONTRACTOR WILL NOT BE ALLOWED TO SET UP A YARD QR FIELD
OFFICE ON STATE PROPERTY WITHOUT WRITTEN PERMISSION FROM
THE DEPARTMENT.

USE =8 EPGXY-COATED TIE BARS, CONFORMING TO ART. 1006.10 OF THE
STANDARD SPECIFICATION, FCR ALL TIE BARS, USE THE “LONGITUDINAL
CONSTRUCTION JOINT (TIE BAR GROUTED IN PLACE)” DETAIL SHOWN ON

HIGHWAY STANDARD 420001 FOR ALL LONGITUDINAL JOINTS.

ALt DAMAGE TO EXISTING PAVEMENT MARKINGS OR RAISED REFLECTIVE
PAVEMENT MARKERS OUYSIDE THE REMOVAL LINE SHOWN ON THE PLANS
SHALL BE REPLACED AT ND ADDITIONAL COST TO THE DEPARTMENT.

BEFOAE BEGINNING ANY HCRK, THE CONTRACTOR SHALL REVAIN 4ND
RECORD FOR FUTURE REFERENCE, ALL EXISTING PAVMENT MARKING
LINES (AND RAISED REFLECTIVE PAVEMENT MARKERS! IN CRDER THAT
THESE LGCATIONS CAN BE RE-ESTABLISHED FOR STRIPING, EXACT
LOCATIONS OF ALL PAVEMENT MARKINGS SHALL BE AS DIRECTED BY THE
ENGINEER.

1T SHALL BE THE CONTRACTOR'S RESPONSIBILITY TG vERIFY ALL
DIMENSIONS AND CONDITIONS EXISITING IN THE FIELD PRIOR TO
CONSTRUCTION AND GRDERING OF MATERIALS.

THE CONTRACTOR SHALL CONTACT THE DISTRICT ONE TRAFFIC CONTROL
SUPERYISOR AT (B4T) 705-4151 A MINIMUM OF 72 HOURS IN ADYANCE
OF BEGINNING WORK,

THE ENGINEER SHALL CONTACT REGINA COOPER, ARDA TRAFFIC FIELD
ENGINEER AT (8471 705-4153 A MINIMUM OF THO (20 WEEKS PRIOR TO THE
PLACEMENT OF PERMANENT PAYEMENT MARKINGS,

THESE PLANS HAVE BEEN PREPARED FROM NOTES RECEIVED FROM THE
BUREAL OF MAINTENANCE,

THE ERGINEER SHALE OBTAIN APPROVAL FROM THE DISTRICT ORE
BUREAU CHIEF OF MAINTENANGCE FOR ANY PROPOSED REVISIONS IN THE
SCHEDULEDR PAVEMENT PATCHING LOCATIONS,

DG NOT SCALE PLANS FOR CONSTRUCTION DIMENSIONS.

DRILL AND GROUT SHALL BE INCLUDED IN THE COST OF TIE BAR.
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